




IP44 WALL-MOUNTED BAKELITE OUTLET 
Two-part case and lid made of Bakelite with a 
single lateral input; two lateral screw attachments 
facilitate wall mounting. Outlet with integrated 
child protection. With spring clips. Cable mounted 
on wall surface. Safety rating IP44 with sealed lid, 
rating IP20 when plug inserted. 

Each outlet comes with an additional rubber ring: 
if applied to an IP44 plug as an additional seal, 
the outlet attains safety rating IP44. 
16 A, AC 250 V, IP44. Length 8.5 cm, width 9.7 cm, 
height above surface 7 cm. Weight 160 g.
 Order no. 100828

A thick skin is a great advantage outdoors 
and in high-humidity environments. IP44 
Bakelite wall-mounted humidity-proof switch.
They’re a little piece of electrical industry history. 
Between the late 19th century and the mid-20th 
century, these switches featured in industrial 
complexes and also turned up in cellars and 
basements of ordinary homes. They had famous 

names - Siemens-Schuckert and Dr. Deisting – 
and their solid appearance made them electrical 
fi ttings which inspired absolute trust in their safety 
and stability. In Germany, people quipped that 
they were “thick-skinned”, but there’s no denying 
that the respect they earned was 
well-placed: even today, 
electrical specialists 

are regularly amazed by the reliability of even the 
oldest installations. This is just one more reason 
why we’ve decided to produce our switches and 
outlets in the same designs as their hard-working 
predecessors. With Bakelite walls 2.5 mm thick, 
these switches’ authenticity is also underscored 
by their deeply satisfying acoustic qualities – no 
modern switch makes a click like these ones.

IP44 WALL-MOUNTED BAKELITE ROTARY 
ALTERNATING SWITCH 
Two-part case and locking bolt made of Bakelite 
with a single lateral input; two lateral screw 
attachments facilitate wall mounting. With spring 
clips. Cable mounted on wall surface. 

Additional types of rotary switches are available, 
e.g. crossbar and multi-series – simply contact us 
for details.
10 A, 10 AX, AC 250 V, IP44. Length 8.5 cm, width 
9.7 cm, height above surface 6.5 cm. Weight 190 g.
 Order no. 100831
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Of course, all of our products have the 
VDE test mark if testing applies.

Bakelite is a registered trademark of Momentive 
Specialty Chemicals Inc.

IP44 WALL-MOUNTED BAKELITE THROUGH 
ROTARY ALTERNATING SWITCH, VERTICAL
For vertical layouts with outlet and rotary switch. 
Two-part case and locking bolt made of Bakelite 
with a single lateral input; two lateral screw 
attachments facilitate wall mounting. With spring 
clips. Cable mounted on wall surface. Additional 
types of rotary switches are available, e.g. 
crossbar and multi-series – simply contact us for 
details.
10 A, 10 AX, AC 250 V, IP44. Length 11 cm, 
width 9.7 cm, height above surface 6.5 cm. 
Weight 220 g. Order no. 100832

IP44 WALL-MOUNTED BAKELITE THROUGH 
OUTLET, HORIZONTAL
For horizontal layouts with two outlets, e.g. for 
two or more outlets at different locations in 
a single room. Two-part case and lid made of 
Bakelite with adjacent in- and outputs. Two lateral 
screw attachments facilitate wall mounting. Outlet 
with integrated child protection. With spring clips. 
Cable mounted on wall surface. Safety rating IP44 
with sealed lid, rating IP20 when plug inserted. 
Each outlet comes with an additional rubber ring: 
if applied to an IP44 plug as an additional seal, 
the outlet attains safety rating IP44. 
16 A, AC 250 V, IP44. Length 8.5 cm, width 9.7 cm, 
height above surface 7 cm. Weight 190 g.
 Order no. 100830

IP44 WALL-MOUNTED BAKELITE THROUGH 
OUTLET, VERTICAL
For vertical layouts with two outlets. Two-part 
case and lid made of Bakelite with non-adjacent 
in- and outputs. Two lateral screw attachments 
facilitate wall mounting. Outlet with integrated 
child protection. With spring clips. Cable mounted 
on wall surface. Safety rating IP44 with sealed 
lid, rating IP20 when plug inserted. Each outlet 
comes with an additional rubber ring: if applied 
to an IP44 plug as an additional seal, the outlet 
attains safety rating IP44. 
16 A, AC 250 V, IP44. Length 11 cm, width 9.7 cm, 
height above surface 7 cm. Weight 190 g.
 Order no. 100829


